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general information
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voltage

CCT

CRI (for RGB, skip CRI code)

IP protection

dimmable

Ground or Wall / Recessed

Yes
Polycarbonate

Not Included

CREE

5gr
0,24W

Made in Greece

application

LED type

weight

wattage

origin

incl. cable

material

electric gear

Voltage CCT CRI IP dimmable

12VDC (V1) 3000K (30K) Ra80 (80) IP20 (20) Dim (D)

24VDC (V2) 4000K (40K) Ra90 (90) IP65 (65) No Dim (_)

6000K (60K) IP68 (68) 

(R) / (G) / (B) / (A)

Δημιουργία Κωδικού προϊόντος / Product Code generator 

Dot R15 12V 3000K Ra80 IP65 Dimmable
SKU:   DT15-V1-30K-80-65-D

3-5*
years

*upon request
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H εγκατάσταση του προϊόντος πρέπει να γίνεται από αδειούχο ηλεκτρολόγο εγκαταστάτη. /  The product must be installed by a licensed electrical installer.
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3.a 3.b Εφαρμογή στο ταβάνι / 

Application on ceiling

Συνδέστε το καλώδιο του φωτιστικού με την ηλεκτρική παροχή. 
H σύνδεση πρέπει να είναι στεγανή. /

Connect the cable of the luminaire with the electrical supply.
The connection must be sealed.

Εφαρμόστε το φωτιστικό στην οπή μέχρι να σφηνώσει και 
να σταθεροποιηθεί στον τοίχο. / 

Apply the luminaire in the cutting hole until it is firm and 
stabilized in the wall.

Εφαρμόστε το φωτιστικό στην οπή μέχρι να σφηνώσει και 
να σταθεροποιηθεί στο ταβάνι. / 

Apply the luminaire in the cutting hole until it is firm and 
stabilized on the ceiling.

καλώδιο ηλεκτρικής παροχής / 

electrical supply cable

Εφαρμογή στον τοίχο / 

Application in wall

20.000hr
11

Lumens dimmable

3-5*
years

*upon request


