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DOT R27 OVAL “upon request dimmable) S 50.000hr

NMEPIEXOMENA / CONTENT KQAIKOZ / CODE

datasheet 1 DT270- XX XXX XX XX XX XX

manual 2
wattage
CCT

CRI (for RGB, skip CRI code)

voltage

IP protection

dimmable
DOT R27 OVAL (DT270-) / Datasheet
219
w 40
425 @20
A
25
Ro e
general information
application Ground or Wall / Recessed
material Aluminium / Polycarbonate
incl. cable 10m
electric gear Not Included
weight 20gr
origin Made in Greece
wattage CCT CRI voltage IP dimmable
1W (1W) | 3000K (30K) (130Lm/w) | Ra80 (80) 12V (V1) IP20 (20) Yes (D)
2.5W (2W) | 4000K (40K) (140Lm/w) = Ra90 (90) 24V (V2) IP65 (65) No ()
6000K (60K) (145Lm/w) 350mA (V4) (1W) | P68 (68)
(R)/(G)/(B)/(A)
RGB (C1)

Anpioupyia KwdikoU trpoiévtog / Product Code generator
DT270 - wattage - CCT - CRI - voltage - IP - dimmable

(ex. DT270-2 WGV165D for Dot R27 oval 2.5W Green 12V IP65 dimmable)
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DOT R27 OVAL / Manual -wonteauest| |dimmabl s 50.000hr

1. =
m
=
Installation box {plastic) 2. E
=
KAA@BIO NAEKTOIKFC TTapOXAC / ZuvdEéaTe TO !<a)\u'.)6|olTou PWTIOTIKOU HE
electrical supply cable mv r])\EKTpIKI’] Tapoxn.
- H ouvdeon mpémel va gival oteyavr. /
— HOUSING FOR DOT
SPOT R18-22 PLASTIC Connect the cable of the luminaire with
cod.: 06010202-005 the electrical supply.
The connection must be sealed.
3.a E@appoyn atov Toixo / 3.b Eoappoyn o€ yuwooavida / 3.b E@appoyn ot mépykoAa aAoupiviou /
Application in wall Application on plasterboard Application on aluminium pergola

o Click! {

E@apuooTe 10 QWTIOTIKO GTNV OTTH PEXPI VO OPNVWOEI Kal
va otaBepoTroinbei. /

Apply the luminaire in the cutting hole until it is firm and
stabilized.

H eykardoraan tou mpoidvrog mpémel va yiverar ammé adeioixo nAekTpoAdyo eykaraortdrn. / The product must be installed by a licensed electrical installer.
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