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Flat shape Oval shape
(S1) (S2)
General information
Application Outdoor / Recessed
Direction of mounting Ceiling / Wall / Ground
LED Cree / Osram
Life time 50000 hrs
H eykatdoTtaon yivera gite
UE XWVEUTS KOUTi EYKATAOTAONG Warranty 3-5 years (*5 years upon request)
€iTe pe eAatipia. L
: o ) Origin Greece
The installation is done either
by recessed installation box Visible dimensions (@xL) @35 x 32 mm
or with springs.
Material Shape Color Wattage CCT Beam angle | Voltage IP Dimmable | Installation
Aluminium (01) | Flat(S1) | Anodised (AN) | 0.5W (05W) | 2700K (27K) | Ra80 (80) Diffuse (DF) 12VDC (V1) IP20 (20) Yes (D) Box (IB)
Inox (02) Oval (S2) Black (BL) 1W (1W) 3000K (30K) | Ra90 (90) 8°(8D) 24VDC (V2) IP54 (54) No () Springs (IS)
Brass (03) White (WH) 2W (2W) 4000K (40K) 15°(15D) 230VAC (V3) IP65 (65)
PVC (04) RAL colors (RL) | 2,5W (25W) | 5000K (50K) 20°(20D) 12/24V (V4) IP68 (68)
3W (3W) 6000K (60K) 25°(25D) 350mA (V5)
(R)/(G)/(B)/(A) 36°(36D) 500mA (V6)
RGB (C1) 45°(45D) 700mA (V7)
60°(60D)
80°(80D)

Anpioupyia KwdikoU mpoidvtog / Product Code generator

G1R35 - material - shape - color - wattage - CCT - CRI - beam angle - voltage - IP - dimmable - installation
(ex. G1R35-01-S1-AN-1W-27K-80-8D-V1-54-D-IB for Ground 1 R35 Aluminium flat Anodised 1W 2700K Ra80 8° 12VDC IP54 Dimmable Box)
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1. ToroB£tnon pe ehatApia / Installation with springs.

KOAWBIO NAEKTPIKAG TTAPOXAG /
electrical supply cable

= N\ 7 o)

3. Eg@apuoyn pe ehamipia /
Application using springs

Luminary

>uvBEOTE TO KOAWDIO TOU GWTIGTIKOU PE TNV NAEKTPIKI TTAPOXH.

H ouvdeon mpémel va gival oteyavn. /
Connect the cable of the luminaire with the electrical supply.

The connection must be sealed.

@ KpatioTe Ta eAaTrpIa TTPOG Ta TTIoW YIa va Trepdaouv
TIPWTA AUTA ATTO TNV OTTA Kal ETTEITA (2) GPAVETE TO
PWTIOTIKO O1yd O1ya PEXPI va epapudael oTo Tapadvi. /

@ Hold the springs backwards to get them through the
cutter first and then @ slowly leave the lamp until it applies

into the ceiling.

H eykardoraon tou mpoidviog mpétel va yiverar ammé adeioUxo nAekTpoAdyo eykaraotdrn. / The product must be installed by a licensed electrical installer.
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2. TorroBéTnon pe kouTi oThpIENg ewTiaTikoU / Installation with support box.

Luminary

i i ) KOUTI OTAPIENG TOU GWTIOTIKOU /
KAaAWSIO NAEKTPIKAG TTapoxng / lamp support box

electrical supply cable

2UvOEOTE TO KOAWSIO TOU PWTICTIKOU PE TNV NAEKTPIKI) TTAPOXT).
H ouvdeon mpémel va gival oTeyavi. /

Connect the cable of the luminaire with the electrical supply.
The connection must be sealed.

3.a Egapuoyn oTov Toixo / 3.b Egappoyn oty opoer /
Application in wall Application on the ceiling
Application in wall

3.b  Egappoyn oTo édagoc /
Application on the ground

E@apu6oTe T0 QWTIOTIKO GTNV OTT PEXPI VO TONVWOEL Kal
va oTtaBepoTroinBei oTov ToiXO. /

Apply the luminaire in the cutting hole until it is firm and
stabilized in the wall.

udpoppor / drainage /

H eykardoraan tou mpoidvrog mpémel va yiverar amré adeioixo nAekTpoAdyo eykaraortdrn. / The product must be installed by a licensed electrical installer.
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