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Recessed downlight R85 gU10 iP65
ΠΕΡΙΕΧΟΜΕΝΑ / CONTENTS ΚΩΔΙΚΟΣ / CODE
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1

Indoor / Outdoor

Ceiling / Wall

Application

Direction of mounting

GU10 (Lamp not included)

230V/12V

50W

Ø85×65mm

Ø75×100mm

Springs

China

IP65

Sandy white / Sandy black

Aluminium

Lamp cap

Rated Voltage 

Max lamp power

Visible dimensions (Ø×H)

Cut-out dimensions (Ø×H)

Installation

Origin

IP Classification

Color

Material

Recessed downlight R85 gU10 iP65  /  Datasheet

K1050105-005 (sandy white) 
K1050105-007 (sandy black)

general information

65

Ø85

45

Ø75×100mm

Ø65

Ø85
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H εγκατάσταση του προϊόντος πρέπει να γίνεται από αδειούχο ηλεκτρολόγο εγκαταστάτη. /  The product must be installed by a licensed electrical installer. 2

Εφαρμογή με ελατήρια  /  Application with springs

Συνδέστε το καλώδιο του φωτιστικού με την ηλεκτρική παροχή. 

Connect the cable of the luminaire with the electrical supply.

Τρυπήστε την οροφή σύμφωνα με τις αναγραφόμενες διαστάσεις κοπής. 

Drill the roof according to the indicated cutting dimensions

Εισάγετε το φωτιστικό στο φωτιστικό σώμα. 

Insert the lamp into th luminary.

Kρατήστε τα ελατήρια προς τα πίσω για να περάσουν πρώτα αυτά από την οπή 
και έπειτα αφήνετε το φωτιστικό σιγά σιγά μέχρι να εφαρμόσει στην οροφή.

Hold the springs backwards to get them through the cutter first and then 
slowly leave the lamp until it applies into the roof. 

Το φωτιστικό είναι έτοιμο για χρήση.

The luminaire is ready for use.
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